NMEMNM MDM SERIES - PROFESSIONAL INTEGRATED AMPLIFIERS
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ONLY 2U OF VERTICAL RACK SPACE

APPLICATION DATA - 4 CHANNEL SYSTEM USING THE MDM SERIES

4 - MOD MD35M (35W) =140 WATT TOTAL
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FRONT PANEL VIEW

CAUTION:TO REDUCE THE RISK OF FIRE OR SHOCK. DO NOT
EXPOSE THIS APPLIANCE TO RAIN OR MOISTURE. DO NOT
REMOVE COVER. THERE ARE NO USER SERVICEABLE PARTS
INSIDE. REFER SERVICING TO QUALIFIED SERVICE PERSONNEL.
CAUTION:RISK OF ELECTRIC SHOCK. DISCONNECT

THE PRODUCT FROM THE OUTLET BEFORE REPLACING
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LINE FUSE 2A 250V

@ GROUND

THE FUSE. TO REDUCE THE RISK OF FIRE, REPLACE
ONLY WITH THE SAME TYPE FUSE.

CONFORMS TO ANSV UL STD 60065
CERTIFIED TO CANICSA STD C22.2 NO.60065
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INSIDE. REFER SERVICING TO QUALIFIED SERVICE PERSONNEL.
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THE PRODUCT FROM THE OUTLET BEFORE REPLACING

THE FUSE. TO REDUCE THE RISK OF FIRE, REPLACE

ONLY WITH THE SAME TYPE FUSE.
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CONFORMS TO ANSV UL STD 60065
CERTIFIED TO CANICSA STD C22.2 NO.60065

LINE FUSE 2A 250V

CcoMm 8 25V 70V,

~120V/60Hz

MOH BALANCED

MUTE

@@@@

GAIN

MIC TEL MOH TEL
VOX 10K

VOX  600Q
MIC TEL MOH TEL

LEVEL

SENS SENS

WIC BALANGED _TEL BALANCED

AC:IJEYSPSLIDTRV CLASS 2 WIRING ACCEPTABLE WARNING:THIS APPLIANCE MUST BE EARTHED

EXPOSE THIS APPLIANCE TO RAIN OR MOISTURE. DO NOT
REMOVE COVER. THERE ARE NO USER SERVICEABLE PARTS
INSIDE. REFER SERVICING TO QUALIFIED SERVICE PERSONNEL.
CAUTION:RISK OF ELECTRIC SHOCK. DISCONNECT
THE PRODUCT FROM THE OUTLET BEFORE REPLACING
THE FUSE. TO REDUCE THE RISK OF FIRE, REPLACE
ONLY WITH THE SAME TYPE FUSE.

CONFORMS TO ANSV UL STD 60065
LINE FUSE 2A 250V CERTIFIED TO CANICSA STD C22.2 NO.60065
usteD
12vpe coMm 8 : ‘COMMERGIAL
2 AMP MD35M / MDGOM
POWER OUTPUT RATING:

rou
Strelvvoumace: (@ us
vz
ROWER NPT RATIVG:
Gow 110w
GROUND

ACCESSORV
ouTPUT

MIEG CORPORATION - CHARLESTON - SC - USA

~120V/60Hz CLASS 2 WIRING ACCEPTABLE WARNING:THIS APPLIANCE MUST BE EARTHED

47K Q 300 MV (%E

IN PARALLEL

47K Q 300 MV @
Vox

- IN PARALLEL vox

AUX INPUT

@)

i @@@@

SENS

GAIN LEVEL SENS

WIC TEL MOH TEL
VOX 10K

VOX 6000
WIC TEL MOH TEL

'MOH BALANCED

@@@@

GAIN LEVEL SENS SENS

WUTE MIC BALANCED TEL BALANCED

AUX INPUT

@ L

MIC TEL MOH TEL

6000
MIC TEL MOH TEL

o 1oweoon o fuwwute 6 wmuref o com ot

G com wor

0

MOH BALANGED MUTE MIC BALANCED TEL BALANCED

ASSEMBLY
HALF RACK

RACK MOUNTABLE

Joining
Bracket

Model MRK2 Rack Kit
2 pcs required
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REAR PANEL VIEW

FEATURES

Microphone Inputs Balanced
Telpage Inputs Balanced

Auxiliary Inputs

Independent 8 ohm 25/70V Output
Individual Master Volume Control
Individual 12 Volt DC 2A Supply Output
Individual Music on Hold Output

DIP Switch Programmable

Phoenix Connectors
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4 CHANNEL SYSTEMS CONFIGURATION
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