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 SB MEM - MDM SERIES DIGITAL AMPLIFIERS

4 CHANNEL SYSTEMS CONFIGURATION

DIM. MM

© copyright MIEG CORP 2018

1.0

MIEG TECH SUPPORT: 1 843 819 8883

HALF RACK
RACK MOUNTABLE

FEATURES
4 - Microphone Inputs Balanced
4 - Telpage Inputs Balanced
4 - Auxiliary Inputs
4 - Independent 8 ohm 25/70V Output
Individual Master Volume Control
3 - Individual 12 Volt DC 2A Supply Output
Individual Music on Hold Output
DIP Switch Programmable
Phoenix Connectors

2U
3.50”

19”

Amplifier a
Amplifier b

Joining
Bracket 

APPLICATION DATA - 4 CHANNEL SYSTEM MIXED INTEGRATED AMPLIFIERS
                                   TOTAL POWER = 275 WATT
            

      AMPLIFIERS COMPLEMENT
1 - MOD MD35M (35W) = 35 WATT 
2 - MOD MD60M (60W) = 120 WATT 
1 - MOD MD120M (120W) = 120 WATT

FRONT PANEL VIEW

REAR PANEL VIEW
ASSEMBLY

MIEG
CORPORATION

MMX

Model MRK2 Rack Kit
2 pcs required

ONLY 2U OF VERTICAL RACK SPACE

ECO-Friendly
Green Product
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CONFORMS TO ANSV UL STD 60065

J

TEL

WARNING:THIS APPLIANCE MUST BE EARTHED
600ΩVOX

MIC TEL MOH

TEL

CAUTION:RISK OF ELECTRIC SHOCK. DISCONNECT
THE PRODUCT FROM THE OUTLET BEFORE REPLACING
THE FUSE. TO REDUCE THE RISK OF FIRE, REPLACE
ONLY WITH THE SAME TYPE FUSE.

CAUTION:TO REDUCE THE RISK OF FIRE OR SHOCK. DO NOT
EXPOSE THIS APPLIANCE TO RAIN OR MOISTURE. DO NOT
REMOVE COVER. THERE ARE NO USER SERVICEABLE PARTS
INSIDE. REFER SERVICING TO QUALIFIED SERVICE PERSONNEL. 

VOX 10K

MIC TEL MOH TEL

LINE FUSE 8A 250V
MEM

CERTIFIED TO CAN/CSA STD C22.2 NO.60065

MODEL:
MD120M
POWER OUTPUT RATING:
120W
SUPP[Y VOLTAGE
120V - 60 HZ
POWER INPUT RATING
220W
MIEG CORPORATION - CHARLESTON - SC - USA
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CONFORMS TO ANSV UL STD 60065
CERTIFIED TO CAN/CSA STD C22.2 NO.60065

MODEL:
MD35M / MD60M
POWER OUTPUT RATING:
35W / 60W
SUPPLY VOLTAGE:
120V ~ 60HZ
POWER INPUT RATING:
68W / 110W
MIEG CORPORATION - CHARLESTON - SC - USA
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