MEMNM MDM SERIES - PROFESSIONAL INTEGRATED AMPLIFIERS

APPLICATION DATA - MD AMPLIFIERS - MOOD PROFUSION CONNECTIVITY

THE PROFUSION RECEIVER IS POWERED BY THE MD AMPLIFIER POWER SUPPLY
Profusion 10 Model

MOD MD35M - 35 WATT OUTPUT

MOD MDG60M - 60 WATT OUTPUT

RCA AUDIO
CABLES

-- . -_ AMPLIFIER

10 AUDIO OUTPUT

« AUX INPUT

Profusion 10 Powered by Amplifier
< >

DC Power Pigtail Female Plug

POWER SUPPLY 12 VDC

CAUTION:TO REDUCE THE RISK OF FIRE OR SHOCK. DO NOT

USING A PAGIN
Push-to-Talk
Dynamic
Microphone MIEC

SHIELD
s o= [

AMPLIFIER MIC INPUT

G MICROPHONE

MUTE SWITCHES
VOX 10K

VOX 600Q
MIC TEL MOH TEL

If Muting of the Music
(AUX INPUT) is required
when Paging set the MIC

VOX Switch to ON

THE FUSE. TO RISK OF FIRE, REPLACE
ONLY WITH THE SHME JYPE FUSE. CONFORMS TO ANS L STI GAIN LEVEL SENS SENS

LINE FUSE 2A 250V CERTIFIED T0 CANICSA STD G22.2 NO.60065
MopeL: CommERciaL

EXPOSE THIS TO RAIN OR MOISTURE. DO NOT
REMOVE COVER. JHERE ARE NO USER SERVICEABLE PARTS m AUX AUX MOH Mic TEL
INSIDE. REFER TO QUALIFIED SERVICE PERSONNEL. 8K OF BLECTRE BHOGK INPUT
CAUTION:RISK OF[ELEQTRIC SHOCK.
v THE PRODUCT FR@IM ] E OUTLEY BEFORE REPLACING @
MiC TEL Mo!

COM 8 25V TOV/A | moviimoom g S
PowER o ST
35W / 60\ N7
SUPPLY VOLTAGE c “'
POWER INPUT RATING:
68W/110W
GROUND MIEG CORPORATION - CHARLESTON - SC - USA VOX_ 6000
~120V/60Hz Tvpe IN PARALLEL
ACCESSORY '3 AMP CLASS 2 WIRING ACCEPTABLE WARNING:THIS APPLIANCE MUST BE EARTHED MiC TEL MOH TEL

Profusion IS Model

RCA AUDIO
CABLES

O+ =2©)
AMPLIFIER
Profusion IS Powered by Amplifier 1S : AUDIO OUTPUT : AUX INPUT
POWER SUPPLY 12 VDC < > ‘ ‘
DC Power Pigtail Female Plug

EXPOSE THIS TO RAIN OR MOISTURE. DO NOT
REMOVE COVER. JHERE ARE NO USER SERVICEABLE PARTS m AUX AUX MOH mic TEL
INSIDE. REFER TO QUALIFIED SERVICE PERSONNEL. FRBK P BLBCTRC HOCK INPUT @ @ @

CAUTION:RISK OF [ELEQTRIC SHOCK. DISCONNECT

THE PRODUCT FRIM TIJE OUTLET BEFORE REPLACING
THE FUSE. TO REQUCE[THE RISK OF FIRE, REPLACE hA&M
ONLY WITH THE SAME JYPE FUSE. D 6006: GAIN LEVEL SENS SENS

CCONFORMS TO ANSV
CERTIFIED TO CAI cs s D c222 No 60065
usTe

LINE FUSE 2A 250V

MODEL: <o o] 4
com 8 25V 70V, MD35M / MDGOM
POWER OUTPUT RATING: ]E;l ™
35W1 60W
surpLyvotace: Us
120V ~ 60HZ
POWER INPUT RATING:
68/ 110W
GROUND

MIEG CORPORATION - CHARLESTON - SC - USA
IN PARALLEL

MIC TEL MO TEL

VOX 600Q
MIC TEL MOH TEL

~120V/60Hz AcgEssoRY ‘;X,ﬁg CLASS 2 WIRING ACCEPTABLE WARNING:THIS APPLIANCE MUST BE EARTHED

POWERING THE MOOD MEDIA
PROFUSION
MOOD: The Profusion 10 and IS may
be both Powered by the
12 VDC Output provided
by the MD35 and MD60

Amplifiers MIEGTECH SUPPORT: 1 843 819 8883

MOOD is a trademark of Mood Media Corp.

Phone Paging

USING PHONE PAGING

MUTE SWITCHES
VOX 10K

TEL
A

VOX 600Q
MIC TEL MOH TEL

If Muting of the Music

AMPLIFIER TEL PAGE INPUT

(AUX INPUT) is required
when Paging set the TEL
VOX Switch to ON

USING PHONE MUS

600 ohm MOH System

Telephone System KSU

IC ON HOLD 600 OHM

MOH DIP SWITCHES
0 10K/600 0 VOX 10K

A A

VOX 600Q

MIC TEL MOH TEL

§ Telephone

Set 600 ohm DIP
Switch to ON
for MOH Output

OUIPMEMT
ECO-Friendly ROH 3""
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PROFUSION IO AND IS CONNECTIVITY
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